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DMX512 Splitters grow up! 

The Artistic Licence range of DMX512 splitters now include three products: - Iso-Split RDM, Rack-

Split RDM and DMX-Split RDM. 
 

As the product names suggest, they all support V1.0 of the new ESTA Remote Device Management 

protocol. RDM (officially BSR E1.20) is currently in development by the ESTA Technical Standards 

Programme, of which Artistic Licence is an active participant. 
 

The range also supports the High End Systems (HES) ‘Talkback’ protocol. 
 

In essence, both RDM and HES protocols allows data to flow in both directions on a DMX512 cable. 

There are many benefits, but most significant is that the console can now ask ‘Who’s out there?’. 

The moving lights reply in sequence, telling the console who they are, and how many channels they 

use. Then the clever part – the console can automatically assign DMX start addresses to all of the 

moving lights! No more climbing around the truss looking for that mis-patched light! 
 

RDM also allows the status of devices to be monitored, so you could opt to receive a warning when 

the smoke fluid runs low or a dimmer channel overheats. 
 

Iso-Split RDM is a 1U rack mount product. It provides full and independent input and output 

isolation. Each of the ten output signals is terminated on the front panel via Neutrik Ethercon 

connectors. This is especially valuable for installations where Cat5 cable is used for DMX512 

distribution. The Iso-Split RDM forms part of the main patch bay. Each output is provided with a 

power – data indicator. 
 

Rack-Split RDM is a 1U rack mount product. It provides input isolation. Each of the eight output 

signals is terminated on the front panel using Neutrik 5 pin XLR. An additional ninth ‘Safe’ output is 

provided. This output strips away all advanced data from the DMX512 signal and is intended to 

resolve compatibility issues with non-compliant DMX512 equipment. 
 

DMX-Split RDM is presented in a robust extruded case that can be desk or truss mounted. It 

provides input isolation and five outputs. All data connections are terminated in Neutrik 5 pin XLR. 

 For more information please contact Sales@ArtisticLicence.com or visit our web site 

www.ArtisticLicence.com 
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