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Please read these instructions before using the product.

This product has been designed & manufactured for professional use only. 
It should only be installed by a suitably qualified technician and in accordance with 

electrical regulations in the country of use.

Unless directed in the instructions there are no user serviceable parts inside the 
outer case of this product.

Always disconnect from the power supply when not in use.

Any specific IP rating, where appropriate, is given in the instructions. Unless 
otherwise stated this product is designed for indoor use only. If used outdoors it 

MUST be installed in an appropriate IP rated cabinet. Do not allow this product to be 
exposed to rain or moisture. Do not allow liquid to penetrate the product.

Please recycle all packaging.

Copyright © Artistic Licence Engineering Ltd. All rights reserved.

Download this user guide by scanning the following QR code:
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Reference Type Description

1 LED Data
2 LED Power
3 Connection DMX Input
4 Connection DMX loop & Term** 
5 Power Input GND Connection
6 Power Input 12 - 24 VDC
7 Connection CV dimming outputs
8 Connection CV dimming outputs

Connections

Mounting Diagram

DMX512 Wiring
XLR Pin 

(Convention)
Function Colour

1 Ground Black
2 Data - Blue
3 Data + Red

Internal Earth and Isolation
Circuit Description

DMX512 Input 
(including Loop Through)

Type: Non-isolated
Pin 1: Connects to Internal Logic 

Ground
CV Dimming Outputs Referenced to Internal Logic Ground
Internal Logic Ground Connects to Ground Power Input

** A passive loop-through connection allows onward connection 
to other DMX512 devices. If this feature is not required then the 
signal must be terminated. The product contains an internal 
termination resistor. This is enabled by fitting a wire link between 
Term and DAT+.
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Rail-Pipe HC is an intelligent power supply / 
low voltage dimmer. It can be used to power 
and control constant voltage (CV) LEDs such 
as the Artistic Licence Flexi-Strip range. 

Rail-Pipe HC provides 6 channels of constant 
voltage dimming (2 sets of RGB circuits) and 
is controlled via DMX512 and RDM (Remote 
Device Management). The product offers  2 
types of output modulation (PWM or PRPM). 
Additionallly, users can select 8-bit or 12-bit 
dimming with PWM, or 8-bit or 16-bit dimming 
with PRPM, making Rail-Pipe HC extremely 
versatile. 

All parameters (including start address and 
dimming profile) are set using RDM. This can 
be done using an RDM programmer, such as 
Jump-Start, or an Art-Net-to-DMX node that 
supports RDM, such as Art-Lynx O/P.

The product is presented in a DIN-Rail case 
that allows rail or surface mounting; it is 
powered via an external power supply unit.

Overview
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Summary of Key Features
 y 6 channels (2 RGB circuits) of LED 

dimming

 y 8, 12 or 16-bit dimming options

 y Choice of output modulation to suit both 
standard and high-def video cameras

 y Max current 5A per channel, and 10A per 
RGB circuit

 y Compatible with all variants of DMX512 

 y Start address and dimming personality 
programming via RDM

 y Test mode

 y DIN rail or surface mount

Power 
Rail-Pipe HC is powered from an external 
power supply (12 to 24 VDC). We recommend 
that a ferrite core be fitted onto the DC power 
lines as close as possible to the Rail-Pipe 
HC. This protects the unit from any electrical 
spikes that appear on the DC line.

Operation
Rail-Pipe HC is a constant voltage dimmer, 
which means that the output voltage is 
defined by the chosen PSU (12-24 VDC). The 
LED fixtures connected to the outputs must 
be designed for constant voltage operation, 
which means they will contain their own 
current-limiting mechanism. 

The overall product rating is 20A (independent 
of voltage). The maximum per RGB circuit is 
10A, and the maximum per single channel is 
5A.

The choice of output cable is dependent upon 
the number of lamps to be connected and the 
total length of cable. For most applications, 
1.5mm2 cable will suffice. However, if the total 
length of cable exceeds 20m and the loading 
exceeds 40%, 2.5mm2 diameter is advised.

Personality Modulation 
Type

Resolution 
(bits)

Refresh 
Rate

1 PRPM* 8 n/a***
2 PRPM* 16 n/a***
3 PWM** 8 2 KHz
4 PWM** 12 2 KHz

Dimming Personalities
Rail-Pipe HC offers a choice of four dimming 
personalities, selectable via RDM (see 
‘Configuration’ section). The options are:

Rail-Pipe HC must be disconnected from the 
PSU before connecting LEDs to the outputs. 

Output modulation
PRPM is generally the best selection as 
it gives the smoothest dimming, minimum 
audible PSU noise and causes no problems 
when viewed on high definition TV. However 
certain products, including Osram BackLED 
and many constant-voltage to constant current 
adapters, do not work well with PRPM. In such 
cases, PWM can be used instead.

*PRPM = Pseudo-Random Pulse Modulation

**PWM = Pulse Width Modulation 

***PRPM has no discernible repeat pattern so 
the refresh rate is undefined
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Configuration

This windows-based application provides a 
convenient means of accessing the Rail-Pipe 
HC configuration menus. DMX-Workshop  can 
also be used for product firmware uploads.

Start address programming
In the DMX-Workshop ‘Node List’ screen (see 
screenshot opposite), Rail-Pipe HC appears 
as an RDM device, with 2 sub-devices listed 
below. Each sub-device corresponds to one 
of the RGB outputs.

Setting the RDM device start address is 
achieved by right-clicking on the RDM 
device entry; this causes the sub-devices to 
be consecutively addressed. Alternatively, 
the start address of each sub-device can be 
individually set.

Dimming personality selection

DMX-Workshop

RDM device

Personality

RDM 
sub-devices

The configuration options (including 
start address programming and dimming 
personality selection) are accessed using 
RDM, which requires a suitable programming 
interface. 

One option is Jump-Start, a handheld RDM 
programming tool available from Artistic 
Licence.

Alternatively, Rail-Pipe HC can be connected 
to an Art-Net network using an interface 
product such as Art-Lynx O/P or Net-Lynx 
O/P. Configuration is then achieved using 
DMX-Workshop, a PC software application 
for managing Art-Net networks (available as 
a free-of-charge download from the Artistic 
Licence website, www.artisticlicence.com). 

The selected modulation type and resolution is 
indicated under the entry marked ‘Personality’. 
To change this, right-click to bring up the 
selection menu as shown below:

Test mode
Rail-Pipe HC offer two test patterns:  

Test 1 = all outputs on

Test 2 = all outputs off

Generally, right-clicking on an entry brings up 
a menu of the available options. For example, 
the ‘RDM locate’ option can be used to 
physically identify the Rail-Pipe HC unit  by 
causing its indicator LEDs to flash.

Resolution
Options for 8, 12 & 16-bit resolution are available. 
Clearly the higher resolution will give the best 
dimming, particularly at low levels. However 
the resolution used will largely be dependent 
upon what is supported by the lighting 
controller.

When using 12-bit or 16-bit dimming, two 
consecutive DMX512 slots are used. The lowest 
numbered slot is the most significant byte.
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DC
PSU

DMX controller

CV dimming

CV dimming

DMX512
Rail-Pipe HC

Flexi-Strip

Flexi-Strip

Here, Rail-Pipe HC is used to control 2 lengths of flexible LED strip.

Application Diagram

Rail-Pipe HC has power (red) and data (green) LED indicators which are on during normal 
operation.

An RDM locate command sent to the root or the sub-devices will have the effect of causing both 
red and green LEDs to flash in phase.

If the red and green LEDs flash out of phase, the product is in Test Mode (see previous section).

LED Indication

Test mode can be useful during commissioning. It overrides any live DMX512 data that may be 
being received by the product.

To access the data test mode selections, right-click the Rail-Pipe HC RDM device, then go to 
‘Self test’.
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Rail-Pipe HC Specification
Mechanical
 y Housing: DIN rail case

 y Material: Lexan Plastic - UL94-V0 rated

 y Overall dimensions: 90 mm (H) x 88 mm 
(W) x 58 mm (D)

 y Weight: 0.2 kg

 y Mounting: 35 mm DIN rail or surface mount 

 y Country of manufacture: UK 
Environmental
 y Operating temperature: 0°C to 40°C

 y Storage temperature: -10°C to +50°C

 y Operating relative humidity (max): 80% non-
condensing

 y IP rating: IP20 indoor use only

 y Certification: CE, WEEE, RoHS

 y Warranty: 2-year (return to base)
Power & Electrical
 y Input voltage: 12-24 VDC

 y Input connector: 4-pin screw terminal              
(1 no.)

 y Input power (max): 240 W

 y Duty cycle: 80% @ 25°C

 y Input fuse: internal slow-blow 10A fuse (2 
no.)

DMX512 Input
 y Input mode: non-isolated

 y Input ESD protection: 15 kV 
Constant Voltage Outputs
 y Voltage: identical to input voltage

 y Current: 10A (per RGB output), 5A (single 
channel)

 y Dimming: Pseudo Random Pulse Modulation 
(PRPM) or Pulse Width Modulation (PWM)

 y Resolution: 8, 12 or 16-bit
Control
 y Input Protocols: DMX512, DMX512 (1990), 

DMX512-A, RDM

Configuration
 y Start address (via RDM)

 y Dimming personality

 - 8-bit PWM (2 KHz modulation)

 - 12-bit PWM (2 KHz modulation)

 - 8-bit PRPM

 - 16-bit PRPM

 y Test Mode
LED Indication
 y Power / DMX / RDM locate / Test Mode

Data Connections
 y 3-pin Screw Terminal DMX Input  (1 no.) 

 y 4-pin Screw Terminal DMX Loop (1 no.)

 y 8-pin Screw Terminal Output  (2 no.)
Ordering Info
 y Product code: Rail-Pipe HC

Package contents
 y Rail-Pipe HC

 y User guide
Accessories (not included)
 y PSU-24-10-DR 



Compliance
All Products manufactured or sold by 
Artistic Licence Engineering Ltd are fully 
compliant with the appropriate CE and RoHS 
regulations. Product specific information is 
available on request.
 
Waste Electrical & Electronic Equipment  
(WEEE)
Artistic Licence is a member of a WEEE 
compliance scheme and will happily recycle 
any of our products that you, at your expense, 
return to us. 

Warranty
All products are covered from date of purchase 
by a two-year return to base warranty. 

By return to base, we mean that the customer 
is responsible for all costs of transport to and 
from Artistic Licence.

Returns will not be accepted without prior 
authorisation. In order to discuss a request to 
return goods, please email: 

 Sales@ArtisticLicence.com

CE Compliance

Rail-Pipe HC is CE compliant when 
installed in a shielded and earthed metal 

case

Due to our policy of continuing product improvement 
specifications are subject to change without notice

Artistic Licence 
The Mould Making Workshop
Soby Mews
Bovey Tracey
TQ13 9JG
United Kingdom

Telephone   +44 (0) 20 8863 4515

Email:             Sales@ArtisticLicence.com
Web:   www.ArtisticLicence.com

Support@ArtisticLicence.com


