Show-Control is a compact DMX512 lighting controller. Operating on either battery or mains power, Show-Control is perfect for trade exhibitions and museum exhibits.
Show-Control can be programmed using the keypad and LCD display, by snapshotting received DMX512 or with the offline PC software Show-Edit.[image: image1.wmf] 
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Show-Control can drive a total of 60 DMX512 channels. All fades operate as LTP which makes control of moving lamps simplicity itself. 

Show-Control is powered by an internal rechargeable battery, with a normal life of 25 hours and uses a high brightness backlit LCD screen.
Show-Edit has a comprehensive fixture library included with it.
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· Backlit LCD display 

· 60 channel output 

· 250 cues 

· 40 sequences 

· 4000 sequence steps 

· Fade and Wait times 

· Auto playback at power on 

· Remote Go 

· Program Live 

· Snapshot received DMX 
· Control Channels: 60

· Cues: 250

· Sequences: 40

· Sequence Steps: 4000

· DMX: In and out via 5 pin XLRs

· Battery Back-up: Yes

· Grandmaster: Yes

· Snapshot programming: Yes

· On board programming: Yes

· External Triggers: Yes

· DMX Trigger: Yes

· Timed Fades: Yes

· Delay Times: Yes


Show-Con: Battery powered, handheld DMX512 lighting controller.


Show-Edit: PC program allowing for remote programming of Show-Edit. Includes serial cable.

Line-Light 5: XLR 5 Pin DMX tester

DMX-Term 5: XLR 5 Pin DMX termination plug.


The lighting controller shall provide 60 channels of DMX512-A control.


It shall be possible to store 250 cues. Cues can be allocated to up to 40 sequences with a total of 4000 sequence steps available.

It shall be possible to set fade up and down times as well as a delay time for each step. 

Links with-in a sequence and to another sequence shall be possible.

It shall be possible to connect the show controller to a PC by means of a serial cable.

The show controller shall have the facility to record lighting states either by snap shotting the incoming DMX, by means of the onboard keys or through the use of software running on a PC. 

The user shall be able to perform all functions on the show controller by using on board controls and an LCD screen.  


The LCD screen is to provide the user with all feedback and information required to operate the unit.

It shall be possible to trigger sequences remotely, via DMX or by means of the on board go button.


The console shall operate for up to 30 hours on an internal Ni-Cd rechargeable battery. This will be reduced to 15 hours if the backlight is used continuously. An external 9volt DC power supply shall be available to allow recharging and powered operation. The low voltage power supply shall operate on a single phase power supply between 90 and 250VAC. 

The console shall comply with CE and FCC emissions regulations.


The show control shall be a free-standing unit. It shall be constructed from formed aluminium and finished in suitable powder coat or specialist paint. All controls are to be clearly marked. The LCD screen shall have a backlight.

The unit shall be 98mm high x 125mm wide x 45mm deep. The unit shall weigh no more than 0.53Kgs.


GENERAL SPECIFICATIONS





Description





Order Codes





Main Features





Accessories





Livingstone Court


Peel Road


Harrow


HA3 7QT


England








�





Show-Control





Tel:  +44 (0)20 88 63 45 15


Fax: +44 (0)20 84 26 05 51


Email: �HYPERLINK "mailto:sales@ArtisticLicence.com"��sales@ArtisticLicence.com�


Web: � HYPERLINK "http://www.ArtisticLicence.com" ��www.ArtisticLicence.com�











�





�





Show-Control





Electronics





Specification





ENGINEERING SPECIFICATIONS





�





Tel:  +44 (0)20 88 63 45 15


Fax: +44 (0)20 84 26 05 51


Email: �HYPERLINK "mailto:sales@ArtisticLicence.com"��sales@ArtisticLicence.com�


Web: � HYPERLINK "http://www.ArtisticLicence.com" ��www.ArtisticLicence.com�











Livingstone Court


Peel Road


Harrow


HA3 7QT


England








� INCLUDEPICTURE "C:\\AL CD 2.0\\The Site\\usrimage\\image88.gif" \* MERGEFORMATINET ���





Mechanical





Electrical





Operation





125mm





98mm





45mm









